
SERIES B932 

SUB-MINIATURE SILICON HIGH VOLTAGE RECTIFIER 

PART PIV Io AMPS Vf @ Io Ir @ PIV MAX  SINGLE Trr

NUMBER VOLTS @ 40o C @ 25o C @ 25o C CYCLE SURGE 

CURRENT 

B932-50 5000 2.0 8 10 uA 400 AMPS 5 uSec 

B932-60 6000 1.5 8 10 uA 400 AMPS 5 uSec 

B932-70 7000 1.1 12 10 uA 400 AMPS 5 uSec 

B932-80 8000 1.1 12 10 uA 400 AMPS 5 uSec 

B932-100 10000 1.0 15 10 uA 400 AMPS 5 uSec 

B932-120 12000 .85 18 10 uA 400 AMPS  5  uSec 

B932-150 15000 .75 20 10 uA 400 AMPS  5  uSec 

B932-200 20000 .50 24 10 uA 400 AMPS 5 uSec 

• TYPICAL, FAST RECOVERY VERSIONS ALSO AVAILABLE ( 50 TO 500 NANOSECONDS)

CONSULT FACTORY

• STYLE: AXIAL LEAD, EPOXY MOLDED BODY

• POLARITY BAND, EDAL, P/N

(203) 467-2591 TEL

(203) 469-5928  FAX

Email: Info@ edal.com

Internet:http://www.edal.com

51 Commerce St. East Haven, CT 06512 


