
 Edal 
SERIES BR1203 with Wire Leads 35 AMP 

 SILICON FAST RECOVERY BRIDGE RECTIFIER 
 
 
 
        
 
 
  (PLASTIC CASE WITH METAL HEAT SINK) 
 
                   INCHES                  MILLIMETERS 

DIM
. 

MIN. MAX. MIN. MAX 

A 1.12 1.13 28.4 28.7 
B 0.692 0.732 17.6 18.6 
C 1.12 1.13 28.4 28.7 
D 0.692 0.732 17.6 18.6 
E 0.43 0.47 10.9 11.9 
F 0.28 0.31 7.3 7.9 
G 0.038 0.042 0.97 1.07 
H 1.2  30.5  
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 (A) (C) (V) (V) (A) (V) (A) (uA) (nS) 
BR1203-5-1-W 35 55 20 50 400 1.3 17.5 10 150 
BR1203-10-1W 35 55 40 100 400 1.3 17.5 10 150 
BR1203-20-1W 35 55 80 200 400 1.3 17.5 10 150 
BR1203-40-1W 35 55 125 400 400 1.3 17.5 10 150 
BR1203-60-1W 35 55 250 600 400 1.3 17.5 10 250 
BR1203-80-1W 35 55 380 800 400 1.3 17.5 10 500 
BR1203-100-1W 35 55 440 1000 400 1.3 17.5 10 500 
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